@topompe centrifughe Benzina - Diesel
4 Strokes / Diesel Centrifugal Motor Pumps
Motopompes centrifuges avec moteurs 4 Temps/Diesel
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Serie CR

Serie CRS
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MOTOPOMPE CENTRIFUGHE = MOTORI “BRIGGS2STRATTON” 4-TEMPI

CENTRIFUGAL MOTOR PUMPS = 4-STROKES “BRIGGSzSTRATTON” ENGINES
MOTOPOMPES CENTRIFUGES — MOTEURS “BRIGGS&STRATTON” 4-TEMPS

BRIGGS&STRATTON

TENUTA MECCANICA SPECIALE GUARNIZIONI
TIPO CODICE | pNA |DNM | MOTORE HP @ SoLIDI PESO DIMENSIONI SPECIAL MECHANICAL SEAL GASKET
POS. TYPE CODE ENGINE H @ SOLIDS WEIGHT DIMENSIONS GARNITURE MECHANIQUE SPECIALE GARNITURE
s D KW | (timin) (mt) @ SOLIDES POIDS DIMENSIONS
TYPE CODE A s MOTEUR (mm) (Kg.) LxLxh (mm) SIC/SIC SIC/SIC +
FPM/FKM FPM/FKM
WIDIA/WIDIA FPM/FKM
420 9
313 [C12S 01191.00 | 1.1/27 | 1.1/2” 310 18 9 23,0 345 x 410 x 340 01000.VC 01000.WW 01000.WV -
110 27
VANGUARD | 65 | 200 9
314 [ CS17 01039.00 | 1.1/4 1" 3600 RPM s 350 18 1 26,0 345 x 410 x 340 01068.VC 01068.WW 01068.WV -
’ 130 27
600 9
315 [ CRS17 02996.00 | 2.1/2° | 2.1/2’ 400 18 14 28,0 345 x 510 x 340 01000.VC 01000.WW 01000.WV -
150 27

MOTOPOMPE AUTOADESCANTI — MOTORI “LOMBARDINI” 4-TEMPI (AUTOAVVOLGENTE INCLUSO)

CENTRIFUGAL AND SELF PRIMING MOTOR PUMPS — 4-STROKES “LOMBARDINI” ENGINES (SELF WINDING INCLUDED)

MOTOPOMPES CENTRIFUGES ET AUTO-AMORGCANTES — MOTEURS “LOMBARDINI” 4-TEMPS (AUTOENROULEMENT INCLUS)

LOMBARDINI

LGA / KOHLER

TENUTA MECCANICA SPECIALE GUARNIZIONI
TIPO CODICE | DNA |DNM| MOTORE @ SOLIDI PESO DIMENSIONI SPECIAL MECHANICAL SEAL GASKET
POS TYPE CODE ENGINE HP H @ SOLIDS WEIGHT DIMENSIONS GARNITURE MECHANIQUE SPECIALE GARNITURE
- s D KW | atmin) (mt) @ SOLIDES POIDS DIMENSIONS
TYPE CODE A s MOTEUR (mm) (Kg.) LxL x h (mm) SIC/SIC SIC/SIC +
FPM/FKM | wipiawipia FPM/FKM FPM/FKM
KOHLER 7 120 80
316 [C12R 01625.00 2 1.4/2" CH270 52 75 85 30,0 340 x 390 x 370 01500.VC 01500.WW 01500.WV -
3600 RPM ’ 30 89
400 36
317 |C1%R 01620.00 2 1.1/2” 325 45 - 33,0 350 x 450 x 410 01500.vC 01500.WW 01500.WV -
100 54
KOHLER 05 800 10
318 [C2R 02110.00 2 2 CH395 71 500 20 - 43,0 350 x 480 x 410 - - - -
3600RPM ! 100 32
1200 20
319 [C2'2:RS 02643.00 3 2.1/2" 800 28 - 45,0 350 x 480 x 410 01500.VC 01500.WW 01500.WV -
500 32
KOHLER 14 1500 15
320 |C2%.R 02605.00 3 2.1/2" CH440 105 | 1200 25 68,0 410 x 500 x 600 01500.VC 01500.WW 01500.WV -
3000RPM ! 600 39

EXTRA PER AVVIAMENTO ELETTRICO SU MOTORI INTERMOTOR-LOMBARDINI (NON FORNITO DI SERIE)
EXTRA FOR ELECTRIC STARTING ON INTERMOTOR-LOMBARINI ENGINES (NOT STANDARD)

EXTRA POUR DEMARRAGE ELECTRIQUE SUR MOTEURS INTERMOTOR-LOMBARDINI (PAS DE SERIE)

CODICE - CODE - CODE

KOHLER CH270

CODICE - CODE - CODE

KOHLER CH395

CODICE - CODE - CODE

KOHLER CH440
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MOTOPOMPE AUTOADESCANTI — MOTORI “LOMBARDINI” 4-TEMPI (AUTOAVVOLGENTE INCLUSO)

CENTRIFUGAL AND SELF PRIMING MOTOR PUMPS = 4-STROKES “LOMBARDINI” ENGINES (SELF WINDING INCLUDED)

MOTOPOMPES CENTRIFUGES ET AUTO-AMORCANTES — MOTEURS “LOMBARDINI” 4-TEMPS (AUTOENROULEMENT INCLUS)

LOMBARDINI

LGA / KOHLER

TENUTA MECCANICA SPECIALE GUARNIZIONI
TIPO CODICE | DNA |DNM| MOTORE HP @ SOLIDI PESO DIMENSIONI SPECIAL MECHANICAL SEAL GASKET
POS. TYPE CODE ENGINE H 2 SOLIDS WEIGHT DIMENSIONS GARNITURE MECHANIQUE SPECIALE GARNITURE
s D KW | (tmin) (mt) @ SOLIDES POIDS DIMENSIONS
TYPE CODE A s MOTEUR (mm) (Kg) LxLxh (mm) sIc/sic SIC/SIC +
FPMFKM | wipiawiDiA FPMIFKM FPM/FKM
400 36
321 [C1%R 01750.00 2 1.1/2" 325 45 - 54,0 450 x 500 x 500 01500.VC 01500.WW 01500.WV -
15LD350 ;gg fg
322 |C2R 02112.00 | 2 2 | R | T2 | s00 20 ; 49,0 450 x 500 x 500 . ; . -
3600 RPM 112%00 gg
323 [ C2":RS 02644.00 3 2.1/2" 800 28 - 54,0 427 x 500 x 476 01500.VC 01500.WW 01500.WV -
500 32
1500 15
324 | C2%:R 02730.00 | 3 |2z | SeP¥0 | 1| 1200 25 . 73,0 465x555x570 | 01500.VC | 01500.WW 01500.WV -
600 39

EXTRA PER AVVIAMENTO ELETTRICO SU MOTORI INTERMOTOR-LOMBARDINI (NON FORNITO DI SERIE)
EXTRA FOR ELECTRIC STARTING ON INTERMOTOR-LOMBARINI ENGINES (NOT STANDARD)

EXTRA POUR DEMARRAGE ELECTRIQUE SUR MOTEURS INTERMOTOR-LOMBARDINI (PAS DE SERIE)

CODICE - CODE - CODE

3LD510
EIETTORI
EJECTORS JET
EJECTEURS
TIPO CODICE DESCRIZIONE
POS. TYPE CODE DESCRIPTION
TYPE CODE DESCRIPTION
Filettatura 1.1/4” — Tubo interno 110 mm (4”)
325 | JET 18 03125.00 | Thread 1.1/4” — Internal pipe 110 mm (4”)
Filet 1.1/4” — Tuyau interne 110 mm (4”)
Filettatura 1.1/2” — Tubo interno 130 mm (5”)
326 | JET 22 03150.00 | Thread 1.1/2” — Internal pipe 130 mm (57)
Filet 1.1/2” — Tuyau interne 130 mm (57)

Da profondita di 30 mt. ad altezze di 50 mt. — Prevalenza totale 80 mt.

Di durata illimitata — Sostituiscono le pompe sommerse e trovano vasto impiego in agricoltura, industria e sanitaria.

From depth 30 mt. to height 50 mt. — Total head: 80 mt.
Unlimited life — Taking place of submersible pumps, they are widely used in agriculture, industry and plumbing.

D’une profondeur de 30 mt. a des hauteurs de 50 mt. — Hauteur d’élévation totale: 80 mt.
Durée illimitée — Elles remplacent les pompes submersibles et trouvent emploi dans les domaines de I'agriculture, de I'industrie et des installations sanitaires.




